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INDOOR UNITS FOR MULTI WARMER

NEW

CONSOLE

CASSETTE

CEILING-FLOOR

DUCTWALL-MOUNTED



The outdoor units are equipped with a drain pan heater, compressor crank-case heater and 
smart defrost function, which increase the operation e�ciency in extremely low ambient air 
temperatures. 

The unit operating as a heat pump provides fast space heating or cooling. It is an ideal 
solution for the year-round operation as the sole source of heating.

Midea Multi Warmer system provides a possibility to install up to 5 indoor units with guaran-
tee of the year-round heating comfort on the whole space of the facility. Units can be 
controlled individually, ensuring comfort conditions in every room.

HEATING UP TO -30°C

Systems providing a possibility to install from 2 to 5 indoor units with guarantee of heating 
comfort on the whole space of the facility.

SERIES

MULTI
WARMER

5x

YEAR-ROUND OPERATION

5 INDOOR UNITS IN THE SYSTEM

UNIQUE FEATURES:
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AIR-TO-AIR HEAT PUMP

SCOP

A+
SEER

A++
R32
EKO
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RECOMMENDED RANGE OF OPERATING TEMPERATURES

FLEXIBLE INSTALLATION

COOLING [°C] HEATING [°C]

NO. OF CONNECTABLE INDOOR UNITS 5432

Max. piping length (m) 08080604

Max. length to indoor unit (m)

Max. height di�erence between outdoor and indoor unit (m)

53530352

15 15 15 15

Max. height between indoor units 01010101

Midea .MULTI WARMER
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OUTDOOR UNIT DIMENSIONS

MODEL / DIMENSIONS [mm] A B C D E F

713115778455033508HQ-8NFH41-HO2M

043415068455333008HQ-8NFH81-EO2M

453366099376243098HQ-8NFH12-GO3M

053045639207363548HQ-8NFH72-AO3M

3043764301018014649HQ-8NFH82-EO4M

3043764301018014649HQ-8NFH63-O4M

3043764301018014649HQ-8NFH24-EO5M

-15 ~ 50 -30 ~ 24

LENGHT
UP TO

80 m

Midea Multi Warmer provides stable operation in extreme temperatures from -30˚C to +50˚C.

Midea Multi Warmer provides maximum piping length up to 80 m.
Comprehensive installation amenities allows high degree of flexibility in system design.
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Midea .MULTI WARMER

MULTI WARMERDANE TECHNICZNETECHNICAL DATA

Outdoor unit M2OH-14HFN8-QH M2OE-18HFN8-QH M3OG-21HFN8-QH M3OA-27HFN8-QH M4OE-28HFN8-QH M4O-36FN8-QH M5OE-42HFN8-QH

Power supply (V/phase/Hz) 220-240/1/50 220-240/1/50 220-240/1/50 220-240/1/50 220-240/1/50 220-240/1/50 220-240/1/50

Version Reversible heat pump

Cooling

Rated capacity kW 4.1 5.3 6.2 7.9 8.2 10.6 12.3

Rated input power kW 1.27 1.64 1.90 2.45 2.55 3.30 3.81

EER kW/kW 3.23 3.23 3.23 3.23 3.23 3.20 3.23

SEER 6.1 6.1 6.1 6.1 6.8 6.5 6.6

Energy e�ciency class A++ A++ A++ A++ A++ A++ A++

Heating

Rated input power kW 4.4 5.6 6.5 8.2 8.8 10.8 12.3

Rated input power kW 1.19 1.50 1.74 2.21 2.05 2.76 3.30

COP kW/kW 3.71 3.71 3.71 3.71 4.00 3.93 3.73

SCOP 3.8 4.0 4.0 4.0 4.0 4.0 4.0

Energy e�ciency class A+ A+ A+ A+ A+ A+ A+

Maximum no. of connected indoor units 2 2 3 3 4 4 5

Maximum input power W 2750 3050 3910 4100 4150 4600 4700

Airflow m3/h 2100 2100 3000 3000 3800 4000 3850

Sound pressure level dB(A) 56 54 58 58 61.5 61 64

Sound power level dB(A) 64 65 65 67 67 67 69

Outdoor
unit

Dimensions (width x depth x height) mm 805x330x554 805x330x554 890x342x673 890x342x673 946x410x810 946x410x810 946x410x810

Weight kg 31.6 35.0 43.3 48.0 62.1 68.8 74.1

Refrigerant Type / charge  - / kg R32 / 1.1 R32 / 1.25 R32 / 1.5 R32 / 1.85 R32 / 2.1 R32 / 2.1 R32 / 2.9

Refrigerant
piping

Liquid/gas mm 2x Φ6.35 / Φ9.52 2x Φ6.35 / Φ9.52 3x Φ6.35 / Φ9.52 3x Φ6.35 / Φ9.52
4 x Φ6.35/

3x Φ9.52+1x Φ12.7
4 x Φ6.35/

3x Φ9.52+1x Φ12.7
5 x Φ6.35/

4x Φ9.52+1x Φ12.7

Maximum total length m 40 40 60 60 80 80 80

Maximum length between each unit m 25 25 30 30 35 35 35

Max. height di�erence between outdoor
and indoor unit m 15 15 15 15 15 15 15

Max. height di�erence between
indoor units m 10 10 10 10 10 10 10

Recommended operating
temperature
range (outdoor)

Cooling °C -15 ~ 50

Heating °C -30 ~ 24

Notes:
Capacity is based on the following conditions: Cooling: indoor temperature 27 °C DB/19 °C WB; outdoor temperature 35 °C DB/24 °C WB. Heating: indoor temperature 20 °C DB/15 °C WB; outdoor 
temperature 7 °C DB/6 °C WB. Piping length: length of connected pipes is 7.5 m, the height di�erence is 0. The unit contains fluorinated greenhouse gases (R32 GWP=675). For the proper 
operation of outdoor units in the heat pump mode, it is necessary to apply a drain pan heater or provide smooth condensate drain in another manner. Choice of the appropriate solution is a 
matter for installer.
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INDOOR UNITS CONFIGURATION TABLES

Midea .MULTI WARMER

DEDICATED INDOOR UNITS

MODEL / INDEX 2418129

Rated cooling/heating capacity [kW] 2.6 / 2.9 3.5 / 3.8 5.3 / 5 7..6 0 / 7.6

WALL-MOUNTED

series

series

series

series

series

BREEZELESS+ ••

XTREME SAVE

••

••

••

••

••

CASSETTE

CONSOLE

•••

DUCT

CEILING-FLOOR

•••

••

XTREME SAVE UV ••••

BLANC PRO

HYDROBOX

•

BREEZELESS E

MODEL 1 Indoor unit
2 indoor

units

with cooling
capacity

with cooling
capacity

with cooling
capacity

with cooling
capacity

with cooling
capacity

with cooling
capacity

with cooling
capacity

4.1 kW

9 9+9

12 9+12

18

MODEL

5.3 kW

9 9+9

12 9+12

18 9+18

12+12

MODEL

6.2 kW

9 9+9 9+9+9

12 9+12

18 9+18

12+12

MODEL

10.6 kW

9 9+ 129 +12 9+9+9 9+12+1 122 +12+12 9+9+9+9 9+9+12+12 9+12+12+18

12 9+1 122 +18 9+9+12 9+12+1 128 +12+18 9+9+9+12 9+9+12+1 128 +12+12+12

18 9+1 128 +24 9+9+18 9+12+2 124 +12+24 9+9+9+18 9+12+12+1 122 +12+12+18

24 9+2 184 +18 9+9+24 9+18+1 128 +18+18

MODEL

12.3 kW

9 9+9 9+9+9 9+12+1 122 +12+12 9+9+9+9 9+9+12+12 9+12+12+18 9+9+9+9+9 9+9+12+12+12

12 9+12 9+9+12 9+12+1 128 +12+18 9+9+9+12 9+9+12+1 128 +12+12+12 9+9+9+9+12 9+12+12+12+12

18 9+18 9+9+18 9+12+2 124 +12+24 9+9+9+18 9+9+12+ 1224 +12+12+18 9+9+9+9+18 9+12+12+12+18

24 9+24 9+9+24 9+18+1 128 +18+18 9+9+9+24 9+12+12+1 9+2 9+9+12+1 122 +12+12+12+12

9+9+9+12+18

MODEL

7.9 kW

9 9+ 129 +12 9+9+9 9+12+12

12 9+1 122 +18 9+9+12 9+12+18

18 9+1 188 +18 9+9+1 128 +12+12

MODEL

8.2 kW

9 9+ 129 +12 9+9+9 9+12+12 9+9+9+9

12 9+1 122 +18 9+9+12 9+9+12 9+9+9+12

18 9+1 128 +24 9+9+1 128 +12+12

24 9+2 184 +18

• •

12+12

12+18

12+24

18+18

18+24

1 Indoor unit
2 indoor

units 1 Indoor unit
2 indoor

units
3 indoor

units

4 indoor
units

1 Indoor unit 1 Indoor unit2 indoor units 2 indoor units3 indoor units

1 Indoor unit 2 indoor units 3 indoor units

1 Indoor unit 2 indoor units 3 indoor units 4 indoor units 5 indoor units

4 indoor units

3 indoor units



m3/h 375/415/510 380/420/520

WALL-
MOUNTED
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MSFAAU-09HRFN8-I MSFAAU-12HRFN8-QRD6GW

220-240/1/50 220-240/1/50

6.2Wk 3.5

50.0Wk 0.05

9.2Wk 3.8

50.0Wk 0.05

m3/h 380/500/61 040 0/520/640

dB(A) 19/20.5/35/38 21/35.5/38.5

dB(A 75) 57

mm 940x193x325 940x193x325

7.017.01gk

mm Φ6.35 Φ6.35

Indoor unit

Power supply from the outdoor unit (V/phase/Hz)

Cooling
Capacity Rated

Rated input power

Heating
Capacity Rated

Rated input power

Airflow (low/medium/high)

Sound pressure level (quiet/low/medium/high mode)

Sound power level

Dimensions (width x depth x height)

Weight

Refrigerant
piping

Liquid

Gas

Indoor unit

Power supply from the outdoor unit (V/phase/Hz)

Cooling
Capacity Rated

Rated input power

Heating
Capacity Rated

Rated input power

Airflow (low/medium/high)

Sound pressure level (quiet/low/medium/high mode)

Sound power level

Dimensions (width x depth x height)

Weight

Refrigerant
piping

Liquid

Gas

Indoor unit

Power supply from the outdoor unit (V/phase/Hz)

Cooling
Capacity Rated

Rated input power

Heating
Capacity Rated

Rated input power

Airflow (low/medium/high)

Sound pressure level (quiet/low/medium/high mode)

Sound power level

Dimensions (width x depth x height)

Weight

Refrigerant
piping

Liquid

Gas

25.9Φmm Φ9.52

TECHNICAL DATA

Midea .MULTI WARMER

AG-09NXD1-I AG-12NXD1-I AG-18NXD0-I AG-24NXD0-I

220-240/1/50 220-240/1/50 220-240/1/50 220-240/1/50

kW 2.6 0.73.55.3

kW 0.05 0.0 05 .0 50.05

kW 2.9 3.76.58.3

kW 0.05 0.0 05 .0 50.05

m3/h 300/360/510 310/370/520 500/600/800 610/770/1090

dB(A) 19/22/32/37 21/22/33/3 528 /31/37/41 27/34.5/37/46

dB(A) 55 266506

mm 835x208x295 835x208x295 969x241x320 1083x244x336

7.87.8gk 11.2 13.6

mm Φ6.35 Φ6.35 Φ6 25.9Φ53.

mm Φ9.52 Φ9.52 Φ12.7 Φ15.9

I-8NFRH21-1BCI-8NFRH90-1BC

220-240/1/50 220-240/1/50

kW 2.8

kW 0.76

kW 2.93 3.79

kW 0.69 1.02

dB(A) 19,5/20,5/32/37 20/21/35,5/37,5

dB(A) 6535

812x199x299 812x199x299mm

9.1 9.3kg

Φ6.35 Φ6.35

mm

mm

25.9Φ25.9Φ

SOON

BREEZELESS +

BREEZELESS E

XTREME SAVE

3.6

1.11



Indoor unit

Power supply from the outdoor unit (V/phase/Hz)

Cooling
Capacity Rated

Rated input power

Heating
Capacity Rated

Rated input power

Airflow (low/medium/high)

Sound pressure level (quiet/low/medium/high mode)

Sound power level

Dimensions (width x depth x height)

Weight

Refrigerant
piping

Liquid

Gas

Indoor unit

Power supply from the outdoor unit (V/phase/Hz)

Cooling
Capacity Rated

Rated input power

Heating
Capacity Rated

Rated input power

Airflow (low/medium/high)

Sound pressure level (quiet/low/medium/high mode)

Sound power level

Dimensions (width x depth x height)

Weight

Refrigerant
piping

Liquid

Gas

AGBP-09NXD0-I AGBP-12NXD0-I AGBP-18NXD0-I AGBP-24NXD0-I

220-240/1/50 220-240/1/50 220-240/1/50 220-240/1/50

kW 2.6 3.5 5.3 7.0

kW 0.05 0.05 0.05 0.05

kW 2.9 3.8 5.6 7.3

kW 0.05 0.05 0.05 0.05

m3/h 330/460/520 350/400/530 500/600/800 610/770/1090

dB(A) 20/22/32/37 21/22/32/37 20/31/37/41 21/34.5/37/46

dB(A) 54 56 56 62

mm 726x210x291 835x208x295 969x241x320 1083x244x336

kg 8.0 8.7  11.2 13.6

mm Φ6.35 Φ6.35 Φ6.35 Φ9.52

mm Φ9.52 Φ9.52 Φ12.7 Φ15.9

Notes:

Functions of indoor units available in multi split system can be checked on page 17.
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Midea .MULTI WARMER

TECHNICAL DATA

AGU-09NXD1-I  AGU-12NXD1-I  AGU-18NXD0-I  AGU-24NXD0-I  

220-240/1/50 220-240/1/50 220-240/1/50 220-240/1/50

kW 2.6 3.5 5.3 7.0

kW 0.05 0.05 0.05 0.05

kW 2.9 3.8 5.6 7.3

kW 0.05 0.05 0.05 0.05

m3/h 300/360/510 310/370/520 500/600/800 610/770/1090

dB(A) 19/22/32/37 21/22/33/38 25/31/37/41 27/34.5/37/46

dB(A) 55 60 56 62

mm 835x208x295 835x208x295 969x241x320 1083x244x336

kg 8.7 8.7 11.2 13.6

mm Φ6.35 Φ6.35 Φ6.35 Φ9.52

mm Φ9.52 Φ9.52 Φ12.7 Φ15.9

XTREME SAVE UV

BLANC PRO

Capacity is based on the following conditions: Cooling: indoor temperature 27 °C DB/19 °C WB; outdoor temperature 35 °C DB/24 °C WB. Heating: indoor temperature 20 °C DB/15 °C WB; outdoor 
temperature 7 °C DB/6 °C WB. Piping length: length of connected pipes is 7.5 m, the height di�erence is 0. The unit contains fluorinated greenhouse gases (R32 GWP=675). 



Indoor unit

Power supply from the outdoor unit (V/phase/Hz)

Cooling
Capacity Rated

Rated input power

Heating
Capacity Rated

Rated input power

Airflow (low/medium/high)

Sound pressure level (quiet/low/medium/high mode)

Sound power level

Dimensions (width x depth x height)

Weight

Refrigerant
piping

Liquid

Gas

White/black panel

Power supply from the outdoor unit (V/phase/Hz)

Cooling
Capacity Rated

Rated input power

Heating
Capacity Rated

Rated input power

Airflow (low/medium/high)

Sound pressure level (quiet/low/medium/high mode)

Sound power level

Midea .MULTI WARMER
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TECHNICAL DATA

KMCA-12N8-C1 CMKM A-18N8-C1 KM MCD-24N8-C1M

KMCA-12N8-C1MB KMCA-18N8-C1MB -

Indoor unit

Set with white panel

Set with black panel

MCA3U-12HRFNX ACM)AG( 3U-18HRFNX M)AG( CD1-24HRFNX(GA)

T-MBQ-03C3 / T-MBQ-03 TB3C -MBQ4-04AWD

2) 20-240/1/50 220-240/1/50 220-240/1/50

5.3Wk 0.73.5

kW 0540.0 .0 054 .045

kW 6.76.54.4

kW 0540.0 .0 054 .045

m3/h 420/510/62 50 00/620/72 00010 /1140/1300

dB(A) 25.5/33/36/41 29/35.5/39.5/43 27/39.5/42.5/45.5

dB(A) 959575

Indoor
unit

Dimensions (width x depth x height) mm 570x570x260 570x570x260 830x830x205

Weight kg 16 613. 21.6

Panel
Dimensions (width x depth x height) mm 647x647x50 647x647x50 950x950x55

Weight 0.65.25.2gk

Refrigerant
piping

Liquid mm Φ6.35 Φ6 25.9Φ53.

Gas mm Φ9.52 Φ12.7 Φ15.9

CASSETTETECHNICAL DATA

CONSOLE

)AG(XNFRH71-U2AFM)AG(XNFRH21-U2AFM

220-240/1/50 220-240/1/50

kW 3.5 5.0

kW 1.01 1.55

kW 3.8 5.6

kW 0.97 1.75

m3/h 600/690/780 600/690/780

dB(A) 14/83/23/1273/43/72/12

dB(A) 55

mm 794x200x621 794x200x621

kg 14.9

mm Φ6.35 Φ6.35

mm  Φ9.53  Φ12.8

NEW

55

14.9
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Midea .MULTI WARMER

TECHNICAL DATA CEILING-FLOOR

Indoor unit MUEU-18HRFNX(GA) MUE-24HRFNX(GA)

Power supply from the outdoor unit (V/phase/Hz) 220-240/1/50 220-240/1/50

Cooling
Capacity Rated kW 5.3 7.0

Rated input power kW 0.096 0.01

Heating
Capacity Rated kW 5.6 7.6

Rated input power kW 0.096 0.01

Airflow (low/medium/high) m3/h 723/839/958 853/1023/1192

Sound pressure level (quiet/low/medium/high mode) dB(A) 24/36.5/41/43.5 32/43/46/49

Sound power level dB(A) 59 55

Dimensions (width x depth x height) mm 1068x235x675 1068x235x675

Weight kg 28.0 28.0

Refrigerant
piping

Liquid mm Φ6.35 Φ9.52

Gas mm Φ12.7 Φ15.9

Functions of indoor units available in multi split system can be checked on page 51.

TECHNICAL DATA DUCT

Indoor unit MTIU-12HWFNX(GA) MTIU-18HWFNX(GA) MTI-24HWFNX(GA)

Power supply from the outdoor unit (V/phase/Hz) 220-240/1/50 220-240/1/50 220-240/1/50

Cooling
Capacity Rated kW 3.5 5.3 7.0

Rated input power kW 0.130 0.09 0.09

Heating
Capacity Rated kW 3.8 5.6 7.6

Rated input power kW 0.130 0.09 0.09

Airflow (low/medium/high) m3/h 300/480/600 515.2/706.3/911 825.1/1035/1229

Sound pressure level (quiet/low/medium/high mode) dB(A) 23/29/30.5/34.5 26/34/38/41 27/37/40/42

Sound power level dB(A) 58 58 62

External static pressure Pa 25 (0~60) 25 (0~100) 25 (0~160)

Dimensions (width x depth x height) mm 700x450x200 880x674x210 1100x774x249

Weight kg 17.8 24.4 32.3

Refrigerant
piping

Liquid mm Φ6.35 Φ6.35 Φ9.52

Gas mm Φ9.52 Φ12.7 Φ15.9

Functions of indoor units available in multi split system can be checked on page 51.

Notes:
Capacity is based on the following conditions: Cooling: indoor temperature 27 °C DB/19 °C WB; outdoor temperature 35 °C DB/24 °C WB. Heating: indoor temperature 20 °C DB/15 °C WB; outdoor 
temperature 7 °C DB/6 °C WB. Piping length: length of connected pipes is 7.5 m, the height di�erence is 0. The unit contains fluorinated greenhouse gases (R32 GWP=675). 

Notes:
Capacity is based on the following conditions: Cooling: indoor temperature 27 °C DB/19 °C WB; outdoor temperature 35 °C DB/24 °C WB. Heating: indoor temperature 20 °C DB/15 °C WB; outdoor 
temperature 7 °C DB/6 °C WB. Piping length: length of connected pipes is 7.5 m, the height di�erence is 0. The unit contains fluorinated greenhouse gases (R32 GWP=675). 



COMFORT AND SAFETY

COMPREHENSIVE SOLUTION

Duct unit Wall-mounted unit Floor and radiator heating available

DHW tank
(field supply)

Hydronic
module

Cassette unit
Wired

remote controller

Outdoor unit
M4O-36FN8-Q

SYSTEM

FLEXFIT 
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FlexFit system is a comprehensive solution, that provides space heating and cooling as well as DHW production, 
ensuring the highest comfort for the residents.

FlexFit system complies with the requirements referring to di�erent surfaces and architecture, regardless of wheth-
er it is a bedroom, children’s room or living room. It is possible to connect 4 indoor units to this system, including 3
units for the air/air system and air/water hydronic module, which provides space heating and production of the 
domestic hot water. Note: FlexFit system does not provide simultaneous operation in cooling and heating mode.
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Midea .MULTI WARMER

INVERTER QUATTRO PLUS

WIFI

CONVENIENT INSTALLATION

The user can remotely control the unit from any 
location worldwide. The MSmart Home application 
provides the ongoing monitoring of the electricity 
consumption and gives clues relating to energy 
saving.

Superior Midea Inverter Quattro Plus technology 
features an innovative algorithm for smart analysis 
of data collected by 21 temperature sensors, 
which subsequently forwards the signal to the 
compressor, fan motor and water pump in order to 
equalize each, even the lowest temperature 
deviation in time, for air and water. Users always 
get the temperature they need, and energy is 
transferred to the appropriate place, thus energy 
e�ciency is high.

Hydrobox module does not require large installa-
tion space. It can be fixed on a wall. The maximum 
refrigerant piping length of 35 m and the 15 m 
height di�erence between indoor and outdoor 
unit, enable module installation in convenient 
place of the house.
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Midea .MULTI WARMER

ADDITIONAL FUNCTIONS

A++

8kW

 

FLEXFIT TIMER

1.
A. Possible to set the operating time „Heat” or „DHW” according to function and weekly timer.

A. "Heat" or "DHW" and "Cool" modes for air-conditioners are active simultaneously.

B. Setting the "Cool" mode for air-conditioners operation with use of controller's timer from 10 a.m. to 2 p.m.

B. "DHW" mode has priority (default), "Cool" mode for air-conditioners start operation after reaching the set
 temperature for "DHW".

Operation in cooling mode and production of DHW in the summer season – timer:

Operation in cooling mode and production of DHW in the summer season – automatic:

Example: "DHW" mode is set on the wired remote controller from 2 p.m. to 5 p.m.

FlexFit system does not provide simultaneous operation in cooling and heating mode.

2.

C. Possible to choose the interval mode. "DHW" mode operates for 90 min. + "Cool" or "Heat" mode operates
alternately for 120 min.

Wired remote controller

Hydronic module

A: Heating

B: Cooling

DHW tank
(field supply)

High performance, both for air/air and air/water operation

Compressor crankcase heater – the outdoor unit is 
equipped with a compressor crankcase heater, that 
prevents the absorption of refrigerant into the oil 
and prepares the compressor for immediate opera-
tion in sub-zero temperatures.  

Drain pan heater – the heater installed on the 
outdoor unit drain pan prevents water from freezing 
and guarantees its free drainage, ensuring e�cient 
operation of the unit in temperatures below -30°C.

E�ective heating – production of water up to 55°C 
temperature.

Comfort and safety – operation in heating mode up 
to -20°C.

Accurate temperature control – ±0,5°C for the air/ 
air system and ±1°C for the air/water system.

Disinfection function – water in the DHW tank 
reaches 75°C for the time of 60 min. in order to kill 
the Legionella bacteria.

High energy e�ciency – energy e�ciency class: 
air/air (A++/A) and air/water: (for A +7°C, LW+35°C it 
is A++; for A +7°C, LW+55°C it is A+), where A is the 
outdoor ambient temperature, LW - outlet water 
temperature.

Wi-Fi – system can be controlled with use of appli-
cation.

Wired remote controller – provides weekly timer 
programming and other system settings.

High heating capacity – up to 8kW of heating 
power for CH/DHW at outdoor temperature -7°C.
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Notes:
A - outdoor ambient temperature
LW - outlet water temperature

Outdoor unit M4O-36FN8-Q

Indoor unit type (e.g. duct type air-conditioner) MTIU-12HWFNX(GA)

Hydronic module MZAU-42HWFN8-QD2W 

Power supply (V/phase/Hz) 220-240/1/50

Cooling

Rated capacity kW 10.6

Rated input power kW 3.5

EER W/W 3.01

SEER 6.1

Energy e�ciency class A++

Heating

A
IR

 - 
A

IR
A

IR
 - 

W
A

TE
R

Rated capacity kW 11.1

Rated input power kW 3

COP W/W 3.71

SCOP 3.8

Energy e�ciency class A

Heating (A*+7°C. LW*35°C)

Capacity kW 8.0

Input power kW 1.8

COP W/W 4.4

Energy e�ciency class A++

SCOP 4.26

Heating (A*+7°C. LW*45°C)

Capacity kW 8.0

Input power kW 2.5

COP W/W 3.2

Heating (A*+7°C. LW*55°C)

Capacity kW 8.0

Input power kW 3.3

COP W/W 2.4

Energy e�ciency class A+

SCOP 2.93

Heating (A+2°C. LW35°C)

Capacity kW 8.0

Input power kW 2.6

COP W/W 3.1

Heating (A+2°C. LW55°C)

Capacity kW 8.0

Input power kW 3.8

COP W/W 2.1

Heating (A-7°C. LW35°C)

Capacity kW 7.9

Input power kW 3.2

COP W/W 2.5

Heating (A-7°C. LW55°C)

Capacity kW 7.0

Input power kW 4.4

COP W/W 1.6

Hydronic
module

Dimensions (width x depth x height) mm 490x325x918

Weight kg 56

Electric heater
Power W 3100

Current A 13.5

Sound pressure level dB(A) 32

Sound power level dB(A) 44

Indoor
temperature

Heating
Room temperature °C 0 ~ 43

Supply temperature °C 25 ~ 60

Domestic hot water Supply temperature °C 35 ~ 55

Outdoor
unit

Dimensions (width x depth x height) mm 946x410x810

Weight kg 68.8

Refrigerant Type / charge  - / kg R32 / 2.1

Sound pressure level dB(A) 61

Sound power level dB(A) 67

Piping

Liquid/Gas mm 4 x Φ6.35/3x Φ9.52+1xΦ12.7

Max. installation length m 80

Max. length to the unit m 35

m 15

Max. height di�erence between indoor units

Max. height di�erence between indoor and outdoor units

m 10

Operating
temperature

range

Air - air
Cooling °C -15 ~ 50

Heating °C -30 ~ 24

Air - water
Heating °C -20 ~ 24

DHW °C -20 ~ 43

TECHNICAL DATA

Midea .MULTI WARMER


	01
	02
	03
	04
	05
	06
	07
	08
	09
	10
	11
	12
	13

